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DESCRIPTION CXD

The CXD explosion proof solenoid enclosure is designed for
those applications where the atmosphere may present the possibility
of combustion. The CXD enclosure is explosion proof with the
following grade of protection: EExd 1IB T5 IP67 T100°C. This
ensures that any spark, resulting from the electrical activation of
the solenoid, will be restricted within the interior of the enclosure.
The CXD explosion proof enclosure is certified in accordance to
the European Directive 94/9/CE (ATEX).

The CXD Series is available in two models/sizes:

- CXD 4: from 1 to 4 solenoid pilots,

- CXD 8: from 5 to 8 solenoid pilots.

Each solenoid pilot, energized in sequence, commands a
corresponding VEM type diaphragm valve, by way of a 6 mm.
internal diameter pneumatic tube being less than 2 metres in
length. The control consists in releasing the compressed air from
the upper chamber of the valve and its piping. The CXD enclosure
are supplied complete with fixing brackets. The common terminal is pre-wired.

The CXD solenoid base is made of extruded aluminium while the cover is in die-cast aluminium. Both are anodised
for protection against aggressive agents. The CXD enclosure features a common exhaust port, located on the
underside of the unit. The exhaust is open to the atmosphere and can be piped or muted with a silencer. Within the
enclosure a safety device is installed in order to cut-off the power supply to the solenoids in case of an abnormal
increase in temperature within the enclosure. This device is recognised as GTRM-1. It is possible to install within
the enclosure a heat resistor group complete with thermostat for installation in frigid climates where low temperature
is a problem. GTRM-2 maintains an internal temperature of approximately +4°C, and is available in two models:
- GRT 50, for CXD 4

- GRT 120, for CXD 8

(PLEASE NOTE: single diaphragm 1 /2" VEM valve not suitable with remote p/'/ot. )

GENERAL FEATURES \
peratlng temperature -20°C/ +60 °C
HOW TO ORDER: Weight CxD4-5Kg
CXD 8 - 8,5Kg
CXD5-.V/..Hz - R
( CONSTRUCTION FEATURES )
[CXD: Explosion ] Top Cover Die-cast aluminium (Anodised)
proof enclosure Base Extruded aluminium (Anodised)
(Number of solenoid pilots: Pilot Stainless Steal
CXD 1-2-3-4 (small enclosure) Gaskets
| CXD 5-6-7-8 (large enclosure)
( COIL VOLTAGE - FREQUENCY D
Nominal values Operating range 4 ELECTRICAL FEATURES )
24/50 24V /50 Hz o .
24160 24V | 60 Hz Coil insulation S Cl(?zs Hf S—
24/DC 24\ /DC 15W . . x 1/2" Tapered Gas for +
110/50 110 - 127V /50 Hz Electrical connection | 5 y 3/,» Tapered Gas for CXD 5+8
110/60 110-127V /60 Hz . . o
110/DC 110V/DC Electrical protection EEx d IIB T5 IP67 T100°C
220/50 220 - 240V /50 Hz Voltage and frequency |AC: 24/110/220 V 50/60 Hz - DC: 24/110V
\__ 220/60 220-240V/60Hz ) To VEM Valves
~ . Pneumatic connections /4" female Gas
R: heater element with thermostat. Common exhaust,
Available in two versions: i 3/g"
GRT 50 = 70 WATT (for CXD 4) No. 2 connections 3/8" female Gas
| GRT 100 = 100 WATT (for CSN 8) ) \_ Approvals - INERIS INERIS 03 ATEX 0069X Il 2GD 4
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DIMENSIONS CXD
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SPARE PARTS CXD

/ CXD4-CXD8 \

N J
4 SPARE PARTS )
POS. DESCRIPTION CODE

1 Pilot group complete with coil ELA2 - ../.. (%) 4 RECOMENDED SPARE PARTS I
2 Solenoid Coil (*) SA2 - /.. (*) For start up:
3 Ferrule tube complete ECL 28 X > 5% of supply (min. 1 piece):
4 | Heater for CXD4 GRT 50 - 220 V 50/60 Hz (2t e (i, 2 mp e v el
4 | Heater for CXD8 GRT 100 - 220 V 50/60 Hz For the first two years of service:
5 | Circuit - Temperature Control GTRM - 1 K-Z ,J.&fgﬁ:p(ﬁl)y E:?:Tzlbﬁagevsﬁs)éoil. y
5 Circuit - Temperature Control and resistor | GTRM - 2

< J

(*) specify voltage, frequency (or DC).
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ELECTRICAL CONNECTIONS
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CXD

4 ELECTRICAL CONNECTIONS )
A | Loosen the screws (8) and remove the top cover (9).

Connect the solenoid coils as described in drawing [E1 if without the heater or E2 if with heater].
Use a multi core cable to: 1 wire to pre-wired common terminal (11) and 1 wire to each solenoid coil.

Connect the thermostatically controlled heater (optional) as per drawing [E2].

\D Refit the top cover (9) ensuring the correct position of the seal (12).

J

/ E1 - INTERNAL TEMPERATURE CONTROL \ / E1 - INTERNAL TEMPERATURE CONTROL (GTRM-1 )\
5 Wiring Terminal
‘ Thermal Fuse
B EIEE@IEN Wiring Terminal
Earth N
2 ® 3 Common - solenoid coil output
L - - % B Common - solenoid coil inlet
( ﬁ Common
5666 & / \
\ 4321 C J E2 - INTERNAL TEMPERATURE CONTROL AND THERMOSTAT GTRM-2

Common Solenoid coil out

R 220V/50HZ
Common Solenoid coil in d

/ E2 - INTERNAL TEMPERATURE CONTROL AND RESISTOR\

Wiring Terminal
Earth Common
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=
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PNEUMATIC CONNECTIONS

Pneumatic connections (6) /4" Gas - Valve connection with:
* Tube @ 6/8 mm - Rilsan or stainless steel ¢ Max. length 2 mt.

Fluid: Compressed Air (or nitrogen) dried, filtered and oil free. - min/max pressure 0,5+7,5 bar
Exhaust connections (7): Connection 3/8" Gas:
* Open in atmosphere ° or muted with silencer ¢ or pipped to an external tank for nitrogen recovery.

_/

PNEUMATIC CONNECTIONS ON TANKS \
Certified in accordance to ATEX 94/9/EC Pilot enclosure CXD L
—_—
Pilot enclosure CXD
i
O
B
Tank
- (8]
\ Diaphragm Valve
< ¥ S
5
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The two way (normally closed) explosion proof pilot model PXA 42F and
PEX 42H is specifically designed to be installed on diaphragm valves type
VEM. The PXA 42F and PEX 42H explosion proof solenoid valve is designed
for those applications where introduction of a spark may ignite the surrounding
atmosphere. The PEX and PXA series has been designed and approved
according to the ATEX Directive 94/9/CE and has EEx d IIC T4 rating, IP67
water resistant which ensures that any spark occurring within the solenoid,
will remain restricted within the internal area of the enclosure, with no possibility
of spreading to the external environment.

Enclosure

Electical connection
k Approvals INERIS

[ GENERAL CHARACTERISTICS \
Protection IP67 EN60529
Coil insulation Class H
24V AC - 50 Hz
Coil voltage 24 V AC - 60 Hz
110/220 V - 50/60 Hz
24/110V DC
. 19VA/AC
Power consumption 12W/DC

Explosion proof EEx d IIC T4

R 1/2" or 1/2" NPT
INERIS 03 ATEX 0071XIl 2GD J

(PXA / PEX)

( Solenoid Pilot

PXA42F PXA42H

PEX42F

PEX42H )

Solenoid enclosure

Die cast aluminium-anodised|  Stainless steel

Stainless steel

Stainless steel

Pilot group Nickel-plated brass Stainless steel Nickel-plated brass Stainless steel
Screws and bolts Stainless steel Stainless steel Stainless steel Stainless steel
Gaskets Nitrile rubber Nitrile rubber Nitrile rubber Nitrile rubber
Weight 0,7 kg. 1,4 kg. 1,4 Kg 14Kg 4
/ PXA /PEX \
6
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ASSEMBLY DIAGRAM
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(PXA / PEX)

/

PXA / PEX

DESCRIPTION

o O A W N =

Coil code SLB8
OR2187
OR2025
OR2100
OR2093
M800073
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(PXA / PEX pneumatic solenoid)

Mecair manufactures a complete range of explosion proof
solenoid pilots for compressed air or inert gas, in the 2 or 3
way version (normally closed). Bolts and screws are in stainless
steel, gaskets are in NBR. Operating pressure range is from
0,5 to 8 bar. The explosion proof pilot is certified EEx d [IC T4
and is IP67 water resistant. The explosion proof solenoid coils
are in conformity to the European directive - ATEX 94/9/CE.
The explosion proof pilots can be mounted on Namur valves,
industrial valves and any other valve where the use of a 2 way
or 3 way valve is required.

4 GENERAL CHARACTERISTICS )
Fluids Filtered, oil free air or inert gas.
Pneumatic connection 1/4" GAS
Protection IP67 EN 60529
Coil insulation Class H
Temperature range - Solenoid coil -20°C/+80 °C
24V AC - 50 Hz
24V AC - 60 Hz
Coil voltage 110/220 VV AC - 50/60 Hz
24/110V DC
Explosion proof execution EEx d IIC T4
Enclosure . o ) -
Orientation in various positions
Electrical connection R 1/2", for PEX or 1/2" NPT
R 1/2", for PXA or 1/2" NPT
\ Approvals INERIS INERIS 03 ATEX 0071X Il 2GD J
/" Model N. Ways @ Orifice (mm) Enclosure Pilot body Weight Kg )
PEX42X 2 4 Stainles steel Stainles steel 1,3
PEX42T 2 4 Stainles steel Nickel plated brass 1,3
PEX43T 3 1,5 Stainles steel Nickel plated brass 1,3
PXA42X 2 4 Die-cast aluminium Anodized Stainles steel 0,7
PXA42T 2 4 Die-cast aluminium Anodized Nickel plated brass 0,7
\PXA43T 3 1,5 Die-cast aluminium Anodized Nickel plated brass 0,7 J
8
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DIMENSIONS
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(PXA / PEX pneumatic solenoid)
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(Guida alla Direttiva ATEX - ATEX Guide)

Direttiva Europea 94/9/CE / European Directive 94/9/CE
Apparecchiature elettriche e non-elettriche e sistemi di protezione.
Electrical and non-electrical equipment and protection systems.

MARCATURA APPARECCHIATURA - MARKING OF EQUIPMENT

( CENELEC (EN 50014) \
EEx * * *
Standard Europeo Tipo di Protezione. Classe di temperature (gruppo ).
Antideflagrante Type of Protection. Temperature class (group I1).
Explosion proof. Temperatura superficiale max.
European Standards. — Maximum surface temperature
Gruppi di gas. Class /Classe °C
Group od gas. T1 450
| Miniere / Mines (Methane) Gas di accensione T2 300
Il Industria / Surface Industries rappresentativi E’; ?gg
IA~ Propane Rapresentative T5 100
IIB  Ethylene ignition gas. 6 85
IIcC H Acetyl
C Hydrogen Acetylene Temperatura ambiente di riferimento -20°C / +40°C
Reference ambient temperature.

4 ATEX (DIRETTIVA 94/9/CE / DIRECTIVE) )
* * *

C E EEE
Marcatura CE. Gruppo apparecchiatura. Tipo di atmosfera esplosiva.
Making CE. Equipment group. Type of explosive atmosphere.

(Gruppo Il / Group 11')

Numero identificazione Categoria apparecchiatura} G D
ente di certificazione. Equipment category. Gas Dust
Identification number

of notified bodly.

. - Zone Zone

M1 - Livello molto alto | M2 - Livello alto

Utilizzo dell’apparecchiatura in atmosfere

’ ; Very high level High level
potenzialmente esplosive.
Use of equipment in potentially
explosive atmosphere.
Il surface /superfice
1 - Livello molto alto 0 20
Very high level
2 - Livello alto 1 21
High level
3 - Normale 2 22
Normal

10
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